
INSTALLATION INSTRUCTIONS
Your new stock is designed for “drop in” installation for all factory firearms; although, due to 
manufacturing variances in firearms, it is possible for a rifle to exist that will require some minor 
fitting. This should be done by a competent gunsmith. If you have any problems installing your 
OverMolded® Series Rifle Stock, please call us at (805) 239-1440. We will be glad to help make 
sure your stock fits perfectly.

1. Before starting to work, MAKE SURE RIFLE IS UNLOADED, CHECK MAGAZINE, AND 
CHECK CHAMBER.
2. Remove barrel band (if any) from forend of stock. Remove the single screw from the underside of 
forend.

3. Before trying to remove the action, center safety button halfway between on and off. Then, by 
grasping barrel, lift up and forward.

4. Install action into new stock in reverse order, paying attention to properly seating the “Action Lug” 
into corresponding 
recess in the stock. The safety button must 
be centered to allow installation.

5. Reinstall the original screw and tighten firmly. The barrel band is not used.
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IMPORTANT INFORMATION ABOUT YOUR HOGUE PRODUCT
This Hogue product should only be used with the specific firearm for which it was designed. Before 
installing this product, be sure your firearm is unloaded by visually and physically inspecting it in 
accordance with the manufacturer’s instructions and basic firearm safety rules. Read, understand and 
follow the installation instructions and warnings provided with this product. Check all functions of your 
firearm after this product is installed and before loading the firearm with live ammunition. If you do not feel 
competent to perform these checks your local gunsmith can do them for you. Finally, it is important to test 
fire the firearm after installation of this product but before use in the field to be certain it functions properly 
and you can handle the firearm safely.
All firearms are potentially dangerous; their handling and use may cause property damage, serious 
personal injury or death. It is your responsibility to safely store, transport, handle, operate and use your 
firearm. Proper training is available through accredited firearm safety programs.

CUSTOMER SATISFACTION
Customer satisfaction is our number one priority. If you are not completely satisfied with your Hogue 
product for any reason please do not hesitate to contact us, we will do our absolute best to assist you. You 
may, with original proof of purchase, return it to the place of purchase within thirty (30) days for a refund or 
replacement. Products must be returned with original packaging and all their components.

WARRANTY DISCLAIMER
Due to manufacturing variations in firearms, we do not warrant that this product will function correctly with 
any specific firearm. Accordingly, this product is sold “AS IS” and “WITH ALL FAULTS.” TO THE EXTENT 
ALLOWED BY LAW, WE SPECIFICALLY DISCLAIM ANY EXPRESS OR IMPLIED WARRANTIES, 
INCLUDING, BUT NOT LIMITED TO, WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE.
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SPECIAL INSTRUCTIONS FOR HEAVY (BULL) 10/22 BARRELS:
For maximum accuracy, free floated rifle barrels are generally regarded as the 
best. Although due to the weight of the 10/22 heavy bull barrels hanging on the 
aluminum action, it is recommended to slightly pressure bed the forward end of 
the bull barrel (about 2-3 pounds) for continued accuracy. Your new Hogue 
O.M. Series stock has been designed with two internal adjustable “contact 
areas” (refer to drawing.)
First, install your action with the screw fully tight. Examine the forward most 
area where the stock meets the underside of the barrel to see if the barrel 
floats or pressure beds. For most “average tolerance” rifle actions, the stock is 
best left as-is. Less pressure bed is achieved by filling some or all of the 
“contact areas” away. More pressure bed requires additional shimming to 
“contact areas.” Using this system, you will be able to easily custom float/bed 
your 10/22 rifle barrel.


